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The Proper Generalized Decomposition (PGD) is a model order reduction method which allows to reduce the computational time
of a numerical problem by seeking for a separated representation of the solution. The PGD has been already applied to study an
electrical machine but at standstill without accounting the motion of the rotor. In this paper, we propose a method to account for
the rotation in the PGD approach in order to build an efficient metamodel of an electrical machine. Then, the machine metamodel
will be coupled to its electrical and mechanical environment in order to obtain accurate results with an acceptable computational
time on a full simulation.
Index Terms—Finite Element Method, Model Order Reduction, Proper Generalized Decomposition, Electrical Machine, Metamodel
I. INTRODUCTION
APPLYING the Finite Element (FE) method to modelelectrical machines is now common. This approach
enables to obtain accurate results but requires solving large
scale systems, leading to a high computational cost. Moreover,
when the equations of the model depend on a significant
amount of physical parameters, the required number of
solutions of the FE model to precisely characterize the problem
explodes. In order to reduce the computational cost, model
order reduction methods have been proposed. The two most
common model order reduction methods which deal with
parametric problems are the Reduced Basis (RB) and the
Proper Generalized Decomposition (PGD). The RB approach
consists in approximating the solution in a reduced basis,
leading to a numerical problem with few unknowns. As
for the PGD, the solution is approximated with a separated
representation, allowing to efficiently deal with parametric
problems [1]. The PGD has already been successfully applied
to model electric devices such as 3-phase transformers [2].
However, the PGD approach has not been used to model
problems accounting for the motion of an electrical machine.
The approximation of the FE solution, proposed by the PGD
method, is very fast to evaluate. Thus, the PGD approach
seems to be very interesting in order to build a metamodel
of an electric device. With this approach, it is then possible to
couple the device to its electrical or mechanical environment in
order to simulate the behavior of an electrical machine over its
full operating range. In this paper, we apply the PGD approach
to a 2D linear FE model of a rotating electrical machine.
Generally, the ratio between the mechanical and electrical
time constants are often more than one order of magnitude.
Then, the time step is necessarily of one order less than
the electrical time constant whereas the period of simulation
is generally of one order greater than the mechanical time
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constant. For this kind of simulation where the number of time
steps can be large, it can be of great interest to replace the
full FE model by a metamodel. The metamodel is then used to
study the electrical machine in its mechanical and electrical
environment. A comparison with the full model is made in
terms of time computation and accuracy.
II. FE MAGNETOSTATIC PROBLEM OF AN ELECTRICAL
MACHINE
Let us consider a magnetostatic problem of a 2D
synchronous machine in a domain D with boundary Γ. The
device is composed of a rotor domain Dθ and a stator
one D\Dθ. Four stranded inductors supplied by the currents
ij , j = 0, . . . , 3 are considered as shown in Fig.1. The linear
magnetostatic vector potential formulation is given by:
curl
(
µ(x)−1curlA(x)
)
=
3∑
j=0
ijN j(x) (1)
with A the vector potential. N j is the unit current density
vector flowing through the jth stranded winding and ij its
associated current. µ(x) denotes the magnetic permeability
of the linear isotropic materials, which is equal to µ in
the ferromagnetic material and µ0 otherwise. Moreover, the
following boundary condition is applied on Γ: (A× n) |Γ = 0.
The FE model is obtained by approximating A with Nx linear
nodal functions in 2D. Furthermore, the Overlapping Finite
Element Method is used in order to take into account the
motion of the rotor without any remeshing process [3]. Finally,
the linear system of equations describing our problem reads:
(M(µ) +MOvl(θ))X =
3∑
j=0
F jij (2)
with X the unknown vector in RNx whose kth component
is the value of A on the kth node. M(µ) is the stiffness
square matrix of size Nx × Nx which is symmetric positive
semi-definite while MOvl(θ) denotes the overlapping matrix
2accounting for the motion of the rotor after a rotation of
angle θ. As for F j , j = 0, . . . , 3, they refer to the four
vectors of size Nx depending on the unitary current density
N j . Then, the solution of the FE equation is denoted by
X(θ, µ, i0, i1, i2, i3).
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Fig. 1. Electrical machine
III. METAMODEL OF THE SYNCHRONOUS MACHINE WITH
THE PROPER GENERALIZED DECOMPOSITION
In this section, a metamodel of the synchronous machine
is constructed by applying the PGD approach. This method
allows to build an approximation Y (θ, µ, i0, i1, i2, i3) of the
solution X(θ, µ, i0, i1, i2, i3) which is much faster to evaluate.
A. Decomposition of the metamodels
Before applying the PGD on the FE problem (2), one has
to take advantage of the linearity with respect to the right
hand size of this equation. Indeed, the FE solution can be
decomposed as:
X(θ, µ, i0, i1, i2, i3) =
3∑
k=0
ikXk(θ, µ) (3)
where Xk(θ, µ) is solution of the following FE problem:
(M(µ) +MOvl(θ))X = F k. (4)
This system of equations is derived from (2) with ij = δkj , j =
0 . . . 3 and δkj denoting the kronecker delta.
Thus, our approach consists in computing a metamodel
Y k(θ, µ) approximating Xk(θ, µ) for each k in {0, . . . , 3},
in order to reconstruct later on the full metamodel as in (3):
Y (θ, µ, i0, i1, i2, i3) =
3∑
k=0
ikY k(θ, µ). (5)
B. Proper Generalized Decomposition
PGD consists in looking for an approximation Y k(θ, µ) of
the parametric solution Xk(θ, µ) in a separated representation.
With this type of approximation, Y k(θ, µ) is written as a sum
of products of functions which depend on a single parameter
(FE discretization, θ, or µ). At the mth iteration of the
algorithm, the PGD approximation reads:
Y mk (θ, µ) =
m∑
j=1
ΨjxΨ
j
θ(θ)Ψ
j
µ(µ) (6)
= Y m−1k (θ, µ) + Ψ
m
x Ψ
m
θ (θ)Ψ
m
µ (µ) (7)
where Y m−1k (θ, µ) has been computed at the previous PGD
iteration. Thus, the only unknowns to determine are at this
step Ψmx ∈ RNx ,Ψmθ (θ) and Ψmµ (µ)(two scalar functions).
Parameter k has been removed in these three functions for
sake of simplicity. To do this, the first step is to express the
residual vector Rmk (µ, θ) of equation (4) arising from the PGD
approximation:
Rmk (µ, θ) = (M(µ) +MOvl(θ))Y
m
k (µ, θ)− F k (8)
Once Ψmθ (θ) and Ψ
m
µ (µ) have been initialized to a given
value, Ψmx is computed by solving the following equation:〈
Rmk (µ, θ),Ψ
m
θ (θ)Ψ
m
µ (µ)
〉
= 0 (9)
where 〈., .〉 denotes the appropriate scalar product. In this case,
it is computed over the angular and permeability spaces by
using the trapezoidal rule (piecewise linear approximation).
For the FE space, the scalar product is L2(D). The equation
(9) actually consists in projecting the residual Rmk (µ, θ)
(defined on the spatial, angular and permeability dimensions)
onto the angular and permeability dimensions. This leads to a
spatial equation (equivalent to a FE problem). Moreover, the
unknown vector Ψmx in (9) is hidden in R
m
k (µ, θ) according
to equation (8).
In the same way Ψmθ (θ) is the solution of the following
equation where the residual has been projected onto the spatial
and permeability dimension:〈
Rmk (µ, θ),Ψ
m
x Ψ
m
µ (µ)
〉
= 0 (10)
As for Ψmµ (µ), it is solution to:
〈Rmk (µ, θ),Ψmx Ψmθ (θ)〉 = 0 (11)
Finally, these three coupled equations are solved with a
fixed point approach until convergence is reached. Then, m
is incremented if the prescribed accuracy of the metamodel is
not reached. Fig. 2 summarizes the PGD algorithm, where
η = ||∆Ψmx || + ||∆Ψθ(θ)m|| + ||∆Ψµ(µ)m|| is the fixed
point error indicator and  = ||Y m − Y m−1|| is the PGD
error indicator. These norms come from the scalar products
previously defined.
end
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Fig. 2. PGD algorithm
3C. Piecewise affine decomposition of the Operators
In order to compute the scalar products with the
residual vector very efficiently in (9), (10) and (11),
the equations on which the PGD is applied should be
written under a piecewise affine decomposition (PAD).
This means that the main operator (M(µ) +MOvl(θ)) is
written as a sum of products of operators, which only
depend on a single parameter [4]. For instance, the PAD
of a given operator O that depends on n parameters
is: O(p1, . . . , pn) =
∑M
q=1O
q
1(p1) ·Oq2(p2) . . . Oqn(pn), with
Oi(pi) operators which only depend on pi, ∀i ∈ [1, . . . , n].
In the following, we will show how we deal with this
constraint linked to a PAD.
1) Spatial/permeability operator M(µ)
Dealing with this problem for M(µ) is trivial since this
operator has an underlying PAD. Indeed, by introducing Mfm
and Mair, the curl-curl matrices respectively accounting
for the materials in the ferromagnetic materials and for the
air/coils, one can simply write:
M(µ) = µ0Mair + µMfm (12)
2) Spatial/angular operator MOvL(θ)
For this operator, the problem is more complicated
since MOvl(θ) has not an underlying PAD. To find
an approximation of this operator in an appropriate
decomposition, the idea is to precompute MOvl(θ) for Nθ
given values θNθ in [0, 2pi]: M
k
Ovl = MOvl((k−1)∆θ), k =
1, . . . , Nθ with ∆θ = 2pi/Nθ. Then, the overlapping operator
is approximated in the following PAD:
MOvl(θ) ≈
Nθ∑
k=1
MkOvlα
k(θ) (13)
with αk(θ) = 1 if θ ∈ [(k−1)∆θ, k∆θ[ and is null elsewhere.
Remark 1: Even though the angular grid is quite fine,
computing the overlapping matrices MkOvl is cheap in terms
of time and memory space since they are sparse matrices
restricted to nodes located on the two sides of the overlapping
region (a ring in the airgap in our case).
Remark 2: We can mention that we had met some
convergence issues to construct directly the metamodel Y
without decomposing it into 4 submetamodels Y k, with
k = 1, . . . , 4. Indeed, the fixed point method did not converge
for each iteration, leading to an inaccurate PGD model. This
can be explained by the fact that the separable representation
imposed by the PGD (see [2]) is not suited for problems on
which the superposition principle can be applied.
Now that the PGD metamodel has been presented, the
coupling of the synchronous machine with its environment
is studied.
IV. COUPLING THE PGD METAMODEL OF THE
SYNCHRONOUS MACHINE WITH ITS ENVIRONMENT
In the section, the coupling of the PGD metamodel with
the mechanical and electrical environment is now presented.
For instance, one may be interested in simulating an electrical
generator with some profile of the driving torque. Moreover,
taking into account the electrical environment of the machine
can be done through solving circuit equations or by coupling
the metamodel with an electrical network software such as
EMTP-RV [5].
A. Electrical environment
In order to take into account the electrical environment,
circuit equations can be coupled to the PGD metamodel. In
our case, they are:
dφj(Y )
dt
+ Lj
dij(t)
dt
+Rjij(t) = 0, j = {1, 2, 3} (14)
where Lj and Rj respectively denote the inductance and the
resistor associated to the jth winding of the stator. φj(Y ) is
the magnetic flux flowing through the jth winding which is
expressed as (see (6) for the definition of Y and Y i):
φj(Y ) = F
t
jY 0i0(t)+F
t
jY 1i1(t)+F
t
jY 2i2(t)+F
t
jY 3i3(t)
(15)
Using this definition of the magnetic flux, equation (14) can
be solved in the time domain with a Backward Euler scheme.
B. Mechanical environment
The mechanical behaviour of the machine can be modelled
through the following mechanical equation:
J
d2θ
dt2
+ f
dθ
dt
= ΓEM (Y )− ΓMech (16)
where J is the inertial momentum of the rotor, f a
friction constant and ΓMech the driving torque. ΓEM is the
electromagnetic torque which can be expressed through the
virtual work principle as [6]:
ΓEM (Y ) = Y
tKY (17)
where K is a sparse squared matrix of size Nx×Nx. Equation
(16) can be solved using an explicit scheme and by chaining
electrical and mechanical equations [7]. This approach makes
sense since the time constant of the mechanical equation
is much larger than the one of the electrical equations for
synchronous machines.
Remark 3: K is assembled for q nodes located on a close
band elements on the airgap. This means that K lines are null
if the related nodes are not in this band. Thus, operation (17) is
not O(Nx) but O(q) and can be efficiently performed online.
Remark 4: Compared to some other metamodeling
approaches based on equivalent circuit where the lumped
parameters are extracted from specific FE simulations,
the PGD approach enables to reconstruct easily the field
distribution. This is very interesting for computing the field
distribution in the electrical machine for any parameter value.
C. Validation of the PGD metamodel
The 2D mesh of the electrical machine is presented in
Fig. 1 (17248 elements and 8913 nodes). The angular grid
is discretized on Nθ = 288 points in [0, 2pi], and the
permeability grid on Nµ = 100 uniformly distributed points in
4[102µ0, 10
4µ0]. Figure 3 shows the currents flowing through
the 3 windings of the stator with i0 = 1 on a full mechanical
period in a short circuit simulation. The currents are computed
with both the FE code and the PGD approximation, using
Matlab direct solver on equidistant time steps. The waveforms
obtained with the PGD match the one from the FE code:
This good accuracy is obtained with m = 80 PGD modes
for each metamodel Y 80k , k = 0, . . . , 3. Figure 4 presents
the torque computed from the same simulation. One can
see a good agreement with the FE simulation, even though
the error is clearly bigger for this quantity. Indeed, the
torque is a quadratic quantity computed through the virtual
work principle, by deriving the nodal linear functions along
the rotation angle θ. This leads to an amplification of the
approximation error due to PGD method, which explains why
the error is bigger on this term.
0 0.005 0.01 0.015 0.02 0.025 0.03
−4
−3
−2
−1
0
1
2
3
4
t(s)
C
u
rr
e
n
ts
(A
)
i
ref
1
i
ref
2
i
ref
3
i
pgd
1
i
pgd
2
i
pgd
3
Fig. 3. Currents in the stator inductors
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Fig. 4. Elecromagnetic torque
D. Simulation of the PGD metamodel coupled with its
environment
Finally, a simulation of the start-up of a synchronous
generator is performed using the PGD metamodel for Nt =
106 time steps accounting for T = 100s (∆T = 10−4s).
The resistors and inductances on the stator phases are set to
Rj = 200Ω and Lj = 0.1H for j = 1, 2, 3. The direct current
is set to i0 = 1A. The driving torque ΓMech imposed to the
rotor and the rotation speed profile during the simulation are
shown in Fig. 5. As for Fig. 6, it shows the currents flowing
through the three phases of the stator.
Table 1 gives both the computational complexity and time of
the PGD and the FE model, with nfp denoting the maximum
number of iterations of the fixed-point approach in the PGD
algorithm (see Fig. 2). In this table, the linear systems are
assumed to be solved with sparse LU. Moreover, the ”3 + q”
in the Online complexity is due to the fact that only the three
fluxes and the values along the q nodes in the airgap need
to be interpolated for the FE equation. The online speedup
obtained with the PGD is about 900. However, one must
temper this result because the FE model is still rather small
and no symmetries of the machine were taken into account.
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Fig. 5. Driving torque and rotating speed of the rotor vs the time
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Fig. 6. Currents in the stator phases vs the time
TABLE I
COMPUTATIONAL EFFORTS
Complexitiy Time(s)
FE model O(NtN2x) 60963
PGD construction (Offline) O(mnfp(N2x +N2θ +N2µ)) 3038s
PGD model (Online) O(Ntm(3 + q +Nθ +Nµ)) 65s
V. CONCLUSION
A metamodel of a PGD synchronous machine has been
proposed in this paper. It allows to reach a speedup of about
900 compared to a FE code while keeping accurate results.
These two points make this approach quite promising in order
to be coupled with an electrical network software such as
EMTP-RV [5].
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